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LOW FRICTION / ACOUSTIC DAMPING UNIT AI-001 

 
Typical Part Number Name Available material short code Standard Detail Temperature Limitation 

AI -001-000A NA 
Max design temp Min design temp. 

100 ÜC -46 ÜC 

   Type X A Y B Load Range (KN) 

AI -001-000A 160 120 110 100 14 

AI -001-000B 200 120 150 100 35 

AI -001-000C 210 140 160 120 54 

AI -001-000D 250 140 200 120 74 

AI -001-000E 250 180 200 160 116 
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LOW FRICTION / ACOUSTIC DAMPING / COLD ISOLATING UNIT AI-002 

 
Typical Part Number Name Available material short code Standard Detail Temperature Limitation 

AI -002-000A NA 
Max design temp Min design temp. 

100 ÜC -70 ÜC 

   Type X A Y B Load Range 

(KN)  

AI -002-000A 160 120 110 100 14 

AI -002-000B 200 120 150 100 35 

AI -002-000C 210 140 160 120 54 

AI -002-000D 250 140 200 120 74 

AI -002-000E 250 180 200 160 116 
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LOW FRICTION / ACOUSTIC DAMPING / COLD ISOLATING UNIT AI-003 

 
Typical Part Number 

Name 

Available material 

short code 

Standard Detail Temperature Limitation 

AI -003-000A-CS CS Max design temp Min design temp. 

AI -003-000A-SS SS 100 ÜC -46 ÜC 

   Type A B D G H Bottom Pad Load Range 

(KN)  

AI -003-000A 95 180 140 70 50 AI -001-000A 14 

AI -003-000B 95 220 180 90 50 AI -001-000B 35 

AI -003-000C 115 220 180 90 70 AI -001-000C 54 

AI -003-000D 115 260 220 110 70 AI -001-000D 74 

AI -003-000E 155 260 220 160 110 AI -001-000E 116 
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LINE STOP FOR ACOUSTIC LINES AI -004 

 
Typical Part Number 

Name 

Available material 

short code 

Standard Detail Temperature Limitation 

AI -004-000A-CS CS Max design temp Min design temp. 

AI -004-000A-SS SS 100 ÜC -46 ÜC 

   Type A B D G H Bottom Pad Load Range (KN) 

AI -004-000A 95 180 140 70 50 AI -001-000A 14 

AI -004-000B 95 220 180 90 50 AI -001-000B 35 

AI -004-000C 115 220 180 90 70 AI -001-000C 54 

AI -004-000D 115 260 220 110 70 AI -001-000D 74 

AI -004-000E 155 260 220 160 110 AI -001-000E 116 
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SQUARE ADJUSTABLE UNIT AU-001 

 
Typical Part Number Name Available material short code Standard Detail Temperature Limitation 

AU-001-000A-SS SS 
Max design 

temp 

Min design temp. 

AU-001-000A-CS CS NA NA 

   

Type 

Suitable exist. stool sizes 
Item 1: 

Lower plate 

Bol

t 

crs 

Set bolts 

size*lengt

h 

Hole 

dia. 

Inst. 

Height 

Maximum 

guide force 

(KN)  
PIPE RHS 

OD X WT TYPE F*G*T  C E*Y  mm I  
Carb

on St. 

Stainl

ess St. 

AU-001-000A 60.3x3.91 RHS 60X60X5 150X150X15 90 M16x130 18 75 10.7 10 

AU-001-000B 114.3x6.02 RHS 100X100X6 200X200X15 130 M20x130 22 80 19.2 18 

AU-001-000C 168.3x7.11 RHS 150X150X6 250X250X15 180 M20x130 22 80 19.2 18 

AU-001-000D 219.1x6.35 RHS 200X200X10 300X300X20 230 M24x160 26 100 28.9 27 

AU-001-000E 273.1x6.35 RHS 250X250X10 350X350X20 270 M24x160 26 100 28.9 27 

AU-001-000F 323.9x6.35 RHS 300X300X10 400X400X20 310 M24x160 26 100 28.9 27 

AU-001-000G 355.6x7.92 RHS 300X300X10 450X450X20 340 M24x160 26 100 28.9 27 

AU-001-000H 406.4x7.92 RHS 300X300X10 500X500X20 380 M30x170 33 100 53.5 50 

AU-001-000I 452.0x7.92 RHS 300X300X10 550X550X20 420 M30x170 33 110 53.5 50 

AU-001-000J 508.0x9.53 RHS 300x300x10 600X600X20 470 M30x170 33 110 53.5 50 
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FLANGE SUPPORT (ANSI) 500-600 mm / 2ò-24ò FS-001 

NPS 
CLAS

S 
R1 R2 R3 D T B1 B2 B3 

Angle 

V 

Num-

bolts 

N 

 

2ò 

150# 15 45.3 60.3 20 10 115.3   90 4 

300# 19 44.5 63.5 20 10 86.6 155.3  45 8 

600# 19 44.5 63.5 20 10 86.6 155.3  45 8 

900# 25 57.55 82.55 26 10 113.2 202.5  45 8 

1500# 25 57.55 82.55 26 10 113.2 202.5  45 8 

3ò 

150# 18 58.2 76.2 20 10 143.7   90 4 

300# 20 64.15 84.15 22 10 104.4 195.5  45 8 

600# 20 64.15 84.15 22 10 104.4 195.5  45 8 

900 25 70.25 92.25 26 10 122.9 226.0  45 8 

1500# 32 69.6 101.6 32 10 141.8 251.7  45 8 

4ò 

150# 19 76.25 95.25 20 10 110.9 214.0  45 8 

300# 22 78.0 100.0 22 10 120.5 228.8  45 8 

600# 28 80.0 108.0 26 10 138.7 255.6  45 8 

900# 28 89.5 117.5 33 10 145.9 273.1  45 8 

1500# 35 85.7 120.7 35 10 162.4 293.0  45 8 

6ò 

150# 19 101.65 120.65 22 10 130.3 260.9  45 8 

300# 24 110.95 134.95 22 10  238.8 308.7 30 12 

900# 30 128.75 158.75 33 10  284.5 366.7 30 12 

8ò 

150# 22 127.2 149.2 22 10 158.2 319.7  45 8 

300# 25 140.1 165.1 26 15  283.5 368.9 30 12 

900# 38 158.85 196.85 39 15  354.4 456.3 30 12 

10ò 

150# 22 159.0 181.0 26 15  300.0 393.7 30 12 

300# 28 165.7 193.7 30 15  271.2 378.1 22.5 16 

600# 35 181.0 216.0 35 15  310.0 429.2 22.5 16 

900# 38 196.95 234.95 39 15  337.0 466.7 22.5 16 

12ò 

150# 25 190.9 215.9 26 15  355.3 467.1 30 12 

300# 35 190.4 225.4 33 15  320.4 444.8 22.5 16 

900# 38 228.7 266.7 39 15   453.2 18 20 

14ò 

150# 28 210.1 238.1 30 15  392.7 516.0 30 12 

300# 35 222.2 257.2 33 15   433.7 18 20 

900# 40 239.4 279.4 42 15   475.1 18 20 

16ò 

150# 28 241.9 269.9 30 15  355.9 504.8 22.5 16 

300# 38 247.75 285.75 36 15   480.1 18 20 

900# 44 264.0 308.0 45 20   523.6 18 20 

18ò 

150# 28 260.9 288.9 33 15  377.0 536.4 22.5 16 

300# 41 273.3 314.3 36 20   464.7 15 24 

900# 50 292.9 342.9 52 15   584.9 18 20 

20ò 

150# 30 287.5 317.5 33 15   509.0 18 20 

300# 44 298.9 342.9 36 15   505.5 15 24 

900# 53 321.65 374.65 56 20   635.8 18 20 

24ò 

150# 30 344.65 374.65 36 15   589.8 18 20 

300# 50 356.4 406.4 42 15   594.8 15 24 

900# 68 382.85 450.85 68 20   773.6 18 20 
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WELDED LINE GUIDE FOR CS, SS & ALLOY LINES 50-250mm /2ò-10ò LG-001 

 
Typical Part Number Name Available material short 

code 

Standard Detail Temperature Limitation 

LG-001-(DN)-CS CS Max design temp Min design temp. 

LG-001-(DN)-SS SS 150 ÜC -46 ÜC 

   
Type 

Line size 
Description A 

MAX LOAD Fc (KN)  INSULATING 

PAD mm in Carbon st. Stainless st. 

LG-001-0050 DN50 2ò L 60X60X6 65 23 14 

MI-002-000A 
LG-001-0080 DN80 3ò L 60X60X6 65 15 9 

LG-001-0100 DN100 4ò L 60X60X6 100 12 7 

LG-001-0125 DN125 5ò L 60X60X6 100 10 6 

LG-001-0150 DN150 6ò L 60X60X6 150 8 5 

MI-002-000B LG-001-0200 DN200 8ò L 80X80X8 175 15 9 

LG-001-0250 DN250 10ò L 80X80X8 175 12 7 
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WELDED LINE GUIDE  50-1200mm /2ò-48ò LG-002 

 
Typical Part Number Name Available material short 

code 

Standard Detail Temperature Limitation 

LG-002-(DN)-CS CS Max design temp Min design temp. 

LG-002-(DN)-SS SS NA NA 

   
Type Lin e size Description QTY:  

MAX LOAD Fc (KN)  Support 

Function Carbon st. Stainless st. 

LG-002-000A 50-1200 mm / 2ò-48ò 10 THK PLATE 2 
178 104 RS, LG 

82 48 LG 
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WELDED LINE GUIDE  50-1200mm /2ò-48ò LG-003 

 
Typical Part Number Name Available material short 

code 

Standard Detail Temperature Limitation 

LG-003-(DN)-CS CS Max design temp Min design temp. 

LG-003-(DN)-SS SS NA NA 

 

 

 

  
Type Line size Description QTY:  

MAX LOAD Fc (KN)  Support 

Function Carbon st. Stainless st. 

LG-003-000A 50-1200 mm / 2ò-48ò L60X60X6 2 
150 88 RS, LG 

82 48 LG 
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WELDED LINE GUIDE / HOLD DOWN LG-004 

 
Typical Part Number Name Available material short code Standard Detail Temperature 

Limitation 

LG-004-000A-CS CS Max design temp Min design temp. 

LG-004-000A-SS SS 
NA NA 

LG-004-000A-DU DU 

   

Type 
Plate or shoe 

base plate THK 
A B C D E F 

MAX LOAD Fc (KN)  

Carbon st. Stainless 

st. 

Duplex 

Fc Fv Fc Fv Fc Fv 

LG-004-

000A 
10 10 43 25 30 25 12 34 20 20 12 42 25 

LG-004-

000B 

15 
20 93 40 70 75 18 205 122 120 71 252 149 

LG-004-

000C 

20 
20 93 40 70 75 23 205 108 120 63 252 132 
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WELDED LINE GUIDE / HOLD DOWN LG-005 

 
Typical Part Number Name Available material short 

code 

Standard Detail Temperature Limitation 

LG-005-000A-CS CS Max design temp Min design temp. 

LG-005-000A-SS SS NA NA 

 

 

 

  

Type Section 

MAX LOAD Fc (KN)  

Carbon st. Stainless st. 

Fc Fv Fc Fv 

LG-005-000A PLATE 10mm 68 54 40 32 
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WELDED LINE GUIDE / HOLD DOWN (HEAVY DUTY) LG-006 

 
Typical Part Number Name Available material short 

code 

Standard Detail Temperature Limitation 

LG-006-000A-CS CS Max design temp Min design temp. 

LG-006-000A-SS SS NA NA 

 

 

 

  

Type Section 

MAX LOAD Fc (KN)  

Carbon st. Stainless st. 

Fc Fv Fc Fv 

LG-006-000A PLATE 20mm 177 85 144 51 
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GUIDE FOR POST BASE PLATES LG-007 

 
Typical Part Number Name Available material short 

code 

Standard Detail Temperature Limitation 

LG-007-000A-CS CS Max design temp Min design temp. 

LG-007-000A-SS SS 

NA NA LG-007-000A-AL AL 

LG-007-000A-TI TI 

 

 

 

  

Type L  

MAX LOAD Fc (KN)  

Carbon steel Stainless steel. Aluminum  Titanium  

LG-007-000A 50 68 40 19 53 

LG-007-000B 100 137 80 38 103 

LG-007-000C 150 205 120 57 159 
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BOLTED LINE GUIDE FOR CS, SS  ALLOY LINES 50-250 mm / 2ò-10ò LG-020 

 
Typical Part Number Name Available material short code Standard Detail Temperature Limitation 

LG-0020-(DN)-CS CS Max design temp Min design temp. 

LG-0020-(DN)-SS SS 150 ÜC -46 ÜC 

   

Type 
Line size 

Section Plate A B C H Bolting W 

MAX LOAD 

Fc (KN) 
Insulati

ng Pad 
mm in CS SS 

LG-020-0050 DN50 2ò 
L60x60x

6 

90x80

x15 
40 30 20 65 M12x60 

8

0 
28 17 

MI-002-

000A 

LG-020-0080 DN80 3ò 
L60x60x

6 

90x80

x15 
40 30 20 65 M12x60 

8

0 
20 12 

LG-020-0100 DN100 4ò 
L60x60x

6 

90x80

x15 
40 30 20 100 M12x60 

8

0 
15 9 

LG-020-0125 DN125 5ò 
L60x60x

6 

90x80

x15 
40 30 20 100 M12x60 

8

0 
11.5 7 

LG-020-0150 DN150 6ò 
L60x60x

6 

90x80

x15 
40 30 20 150 M12x60 

8

0 
9.5 5.5 

MI-002-

000B 

LG-020-0200 DN200 8ò 
L80x80x

8 

115x1

00x15 
50 40 27 175 M16x70 

1

0

0 

7 4 

LG-020-0250 DN250 10ò 
L80x80x

8 

115x1

00x15 
50 40 27 175 M16x70 

1

0

0 

13 8 
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BOLTED LINE GUIDE LG-021 

 
Typical Part Number Name Available material short code Standard Detail Temperature Limitation 

LG-0021-000A-CS CS Max design temp Min design temp. 

LG-0021-000A-SS SS NA NA 

   

Type B SECTION LINE SIZE  Bolting 
MAX LOAD Fc (KN)  

CS SS 

LG-021-000A L60X60X6 2ò TO 48ò M12x60 10 6 

LG-021-000B L80X80X8 2ò TO 48ò M16x70 18 11 

LG-021-000C L80X80X8 2ò TO 48ò M16x70 18 11 

LG-021-000D L100X100X10 2ò TO 48ò M20x75 56 33 

LG-021-000E L100X100X10 2ò TO 48ò M24x90 80 47 
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BOLTED LINE GUIDE / HOLD DOWN LG-022 

 
Typical Part Number Name Available material short code Standard Detail Temperature Limitation 

LG-0022-000A-CS CS Max design temp Min design temp. 

LG-0022-000A-SS SS NA NA 

   

Type 
SHOE 

THICKENING  
B 

DIM. 

HOLE  
SECTION BOLTING  

MAX LOAD (KN)  

Carbon Steel Stainless Steel 

Fc Fv Fc Fv 

LG-022-000A 10 12 13 L60X60X6 M12X60 10 32 7 22 

LG-022-000B 15 18 18 10 mm Plate M16X70 36 71 25 50 

LG-022-000C 20 23 18 10 mm Plate M16X70 36 65 25 45 

LG-022-000D 20 23 18 10 mm Plate M16X70 18 59 13 41 
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BOLTED LINE GUIDE / HOLD DOWN LG-023 

 
Typical Part Number Name Available material short code Standard Detail Temperature Limitation 

LG-0023-000A-CS CS Max design temp Min design temp. 

LG-0023-000A-SS SS NA NA 

   

Type SECTION BOLTING  

MAX LOAD (KN)  

Carbon Steel Stainless Steel 

Fc Fv Fc Fv 

LG-023-000A Plate 10 mm M12X60 46 28.8 40 16.8 

 

 



 

Providing All your Pipe Support Needs 

20 of 39 

 
www.torgy.no 
 
www.atlantic-supports.co.uk  

mail@torgy.no  
 

sales@atlantic-supports.co.uk   

 

BOLTED LINE GUIDE / HOLD DOWN (HEAVY DUTY) LG-024 

 
Typical Part Number Name Available material short code Standard Detail Temperature Limitation 

LG-0024-000A-CS CS Max design temp Min design temp. 

LG-0024-000A-SS SS NA NA 

   

Type SECTION BOLTING  

MAX LOAD (KN)  

Carbon Steel Stainless Steel 

Fc Fv Fc Fv 

LG-024-000A Plate 20 mm M16X80 82 82 82 64 

 

 



 

Providing All your Pipe Support Needs 

21 of 39 

 
www.torgy.no 
 
www.atlantic-supports.co.uk  

mail@torgy.no  
 

sales@atlantic-supports.co.uk   

 

LINE STOP FOR NON INSULATED LINES 50-1200 MM / 2ò-48ò LS-001 

 

Typical Part Number Name Available material short code 
Standard Detail Temperature Limitation 

Max design temp Min design temp. 

LS-001-(DN)-CS CS As for line spec. -46 C 

LS-001-(DN)-SS SS As for line spec. -105C 

LS-001-(DN)-DU DU As for line spec. -46 C 

LS-001-(DN)-6MO 6MO As for line spec. -105 C 

LS-001-(DN)-TI TI As for line spec. -196 C 

   

Type 
LINE SIZE  

A B C QTY. 

MAX LOAD (KN)  

Carbon 

Steel 

Stainless 

Steel 
Duplex 6Mo 

Tita

niu

m 
Mm in 

LS-001-0050 DN50 2ò 100 60 50 2 82 48 104 69 63 

LS-001-0080 DN80 3ò 100 60 50 2 82 48 104 69 63 

LS-001-0100 DN100 4ò 100 60 50 2 82 48 104 69 63 

LS-001-0125 DN125 5ò 100 60 50 2 82 48 104 69 63 

LS-001-0150 DN150 6ò 100 60 50 2 82 48 104 69 63 

LS-001-0200 DN200 8ò 100 60 50 2 82 48 104 69 63 

LS-001-0250 DN250 10ò 100 90 80 2 123 72 156 104 95 

LS-001-0300 DN300 12ò 100 90 80 2 123 72 156 104 95 

LS-001-0350 DN350 14ò 150 110 150 2 150 89 190 127 116 

LS-001-0400 DN400 16ò 150 110 150 2 150 89 190 127 116 

LS-001-0450 DN450 18ò 150 110 150 2 150 89 190 127 116 

LS-001-0500 DN500 20ò 150 110 150 2 150 89 190 127 116 

LS-001-0550 DN550 22ò 150 110 150 2 150 89 190 127 116 

LS-001-0600 DN600 24ò 150 110 150 2 150 89 190 127 116 

LS-001-0650 DN650 26ò 150 110 150 2 150 89 190 127 116 

LS-001-0700 DN700 28ò 150 110 150 2 150 89 190 127 116 

LS-001-0750 DN750 30ò 150 110 150 2 150 89 190 127 116 

LS-001-0800 DN800 32ò 150 110 150 2 150 89 190 127 116 

LS-001-0850 DN850 34ò 150 110 150 2 150 89 190 127 116 

LS-001-0900 DN900 36ò 150 110 150 2 150 89 190 127 116 

LS-001-0950 DN950 38ò 150 110 150 2 150 89 190 127 116 

LS-001-1000 DN1000 40ò 150 110 150 2 150 89 190 127 116 

LS-001-1050 DN1050 42ò 150 110 150 2 150 89 190 127 116 

LS-001-1100 DN1100 44ò 150 110 150 2 150 89 190 127 116 

LS-001-1150 DN1150 46ò 150 110 150 2 150 89 190 127 116 

LS-001-1200 DN1200 48ò 150 110 150 2 150 89 190 127 116 
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LINE STOP FOR SHOES / TRUNNION.  50-1200 MM / 2ò-48ò LS-002 

 

Typical Part Number Name Available material short code 
Standard Detail Temperature Limitation 

Max design temp Min design temp. 

LS-002-00A-CS CS NA -46 C 

LS-002-00A-SS SS NA -105 C 

LS-002-00A-TI TI NA -196 C 

   

Type 
LINE SIZE  

A B C 
QT

Y. 

MAX LOAD Fl (KN) (see note) 

Carbon Steel 
Stainless 

Steel 
Titanium  

mm in 

LS-002-000A 

DN50 2ò 100 60 50 2 82 48 63 

DN80 3ò 100 60 50 2 82 48 63 

DN100 4ò 100 60 50 2 82 48 63 

DN125 5ò 100 60 50 2 82 48 63 

DN150 6ò 100 60 50 2 82 48 63 

DN200 8ò 100 60 50 2 82 48 63 

LS-002-000B 
DN250 10ò 100 90 80 2 123 72 95 

DN300 12ò 100 90 80 2 123 72 95 

LS-002-000C 

DN350 14ò 150 110 150 2 150 89 116 

DN400 16ò 150 110 150 2 150 89 116 

DN450 18ò 150 110 150 2 150 89 116 

DN500 20ò 150 110 150 2 150 89 116 

DN550 22ò 150 110 150 2 150 89 116 

DN600 24ò 150 110 150 2 150 89 116 

DN650 26ò 150 110 150 2 150 89 116 

DN700 28ò 150 110 150 2 150 89 116 

DN750 30ò 150 110 150 2 150 89 116 

DN800 32ò 150 110 150 2 150 89 116 

DN850 34ò 150 110 150 2 150 89 116 

DN900 36ò 150 110 150 2 150 89 116 

DN950 38ò 150 110 150 2 150 89 116 

DN1000 40ò 150 110 150 2 150 89 116 

DN1050 42ò 150 110 150 2 150 89 116 

DN1100 44ò 150 110 150 2 150 89 116 
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DN1150 46ò 150 110 150 2 150 89 116 

DN1200 48ò 150 110 150 2 150 89 116 

 

 

 

LINE STOP FOR SHOES ON GRE / GRP-LINES.  50-1200 MM / 2ò-48ò LS-003 

 

Typical Part Number Name Available material short code 
Standard Detail Temperature Limitation 

Max design temp Min design temp. 

LS-003-(DN)-CS CS As for line spec. NA 

LS-003-(DN)-SS SS As for line spec. NA 

   

Type 
LINE SIZE  

L B C QTY. 
MAX LOAD 

(KN) 
Mm in 

LS-003-0050 DN50 2ò 50 60 50 2 14 

LS-003-0080 DN80 3ò 50 60 50 2 21 

LS-003-0100 DN100 4ò 50 60 50 2 27 

LS-003-0150 DN150 6ò 100 60 50 2 36 

LS-001-0200 DN200 8ò 100 60 50 2 36 

LS-001-0250 DN250 10ò 100 60 50 2 60 

LS-001-0300 DN300 12ò 100 90 80 2 60 

LS-001-0350 DN350 14ò 100 90 80 2 75 

LS-001-0400 DN400 16ò 100 110 150 2 75 

LS-001-0450 DN450 18ò 100 110 150 2 75 

LS-001-0500 DN500 20ò 100 110 150 2 75 

LS-001-0600 DN600 24ò 100 110 150 2 75 

LS-001-0700 DN700 28ò 150 110 150 2 75 

LS-001-0750 DN750 30ò 150 110 150 2 75 

LS-001-0800 DN800 32ò 150 110 150 2 75 

LS-001-0900 DN900 36ò 150 110 150 2 75 

LS-001-1000 DN1000 40ò 150 110 150 2 75 

LS-001-1050 DN1050 42ò 150 110 150 2 75 

LS-001-1100 DN1100 44ò 150 110 150 2 75 

LS-001-1150 DN1150 46ò 150 110 150 2 75 

LS-001-1200 DN1200 48ò 150 110 150 2 75 

LS-001-1400 DN1400 56ò 150 110 150 2 75 
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LINE STOP FOR SHOES ON GRE / GRP-LINES.  50-1200 MM / 2ò-48ò LS-004 

 

Typical Part Number Name 

Available 

material short 

code 

Standard Detail Temperature Limitation 

Max design temp Min design temp. 

LS-004-(DN)-CS CS NA -46 C 

LS-004-(DN)-SS SS NA -105 C 

   

Type BOLTING INFORMATION  QTY. 

MAX LOAD (KN)  

Carbon Steel Stainless steel 

LS-004-000A 2 OFF M24 STUDBOLTS X 115 LONG WITH TRIPPLE NUTS 2   

 

 

 


